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National Kwikmetal Service LLC (NKS), is known in the 
industry as a “premier” Stainless Steel and Aluminum 

flat rolled coil and precision blank service center in North 
America. We pride ourselves as being suppliers of quality 
product and excellent service to our customers worldwide.

▪
We are now excited to offer those same customers 

centerless ground bar, as well as Titanium and Nickel 
grades in flat rolled coil, through our parent company 

Banner Industries. 
▪

Banner Industries is a premier supplier and has been for 
over 50 years. Banner’s six centerless grinding, turning, and 

straightening locations across North America allow NKS 
to expand the “Banner” product line to our loyal customer 

base. For more information, please visit 
www.banner-industries.com.
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I N V EN TO RY  G AU G E  R A N G E
0 . 0 01“  -  0 .187 “

W I DT H
0 .187 “  -  5 2 . 0 0 0 “

FER R I T I C  G R A D ES  (A N N E A L ED)
4 0 9 ,  410 S ,  4 3 0 ,  4 3 9 ,  4 41
M A RT EN S I T I C  G R A D ES 
410 ,  42 0 ,  4 4 0 A

PR EC I PI TAT I O N  H A R D EN I N G
17- 4 ,  15 - 5 ,  17-7  C o n d i t i o n  A  &  C

S m a l l  Q u a n t i t y  R e r o l l i n g  C a p a b i l i t i e s

I N V EN TO RY  G AU G E  R A N G E
0 . 012 “  -  0 .187 “
W I DT H
0 .187 “  -  5 2 . 0 “

T EM PERS
A l l

M I L L  F I N I S H
A n o d i z e  &  O S B  F i n i s h e s

AU ST EN I T I C  G R A D ES 
3 01,  3 0 4 ,  3 0 5 ,  3 0 9 S ,  310 S , 
316 L ,  317 L ,  3 21,  3 47

STA I N LES S  ST EEL

G R A D ES
1X X X ,  3X X X ,  5 X X X ,  6X X X ,  7 X X X

G R A D ES
1- 4
I N V EN TO RY  G AU G E  R A N G E
0 . 0 0 8 “  -  0 .12 5 “
W I DT H
0 .187 “  -  4 8 . 0 “

G R A D ES
A 2 8 6 ,  6 2 5 ,  718
I N V EN TO RY  G AU G E  R A N G E:
0 . 0 0 8 “  -  0 .12 5 “
W I DT H
0 .187 “  -  4 8 . 0 “

A LU M I N U M

TI TA N I U M

N I C K EL  A L LOY

G au g e:   0 . 0 0 6 “  -  0 . 0 4 0 “
W i d t h :    0 . 5 0 0 “  -  24 . 0 “
Le n g t h :   5 . 0 0 “  -  14 4 “

G au g e:   0 . 015 “  -  0 .125 “
Ed g e s :    #1,  3 ,  4 ,  5  

S L IT  C O I L

C U T-TO - LEN GT H

ED G I N G  C O N D IT I O N

C OATI N G S
Po l ye s te r,  Ep ox y,  H y b r i d s
A n t i - f i n g e r p r i n t
C o s m e t i c / Fu n c t i o n a l
L a r g e / S m a l l  Q u a n t i t y  Ru n s
D r y  Lu b e

M E TA L LU RG I C A L  L A B
O n  S t a f f  M e t a l l u r g i s t
Phy s i c a l  a n d  C h e m i c a l  Te s t i n g

SUBSTRATES THICKNESS WIDTH
Stainless Steel 0.004” - 0.060” 2.000”
Aluminum 0.014” - 0.060” 60.000”

COIL

SLITTER GAUGE RANGE
12” YODER (IL)                    0.001” - 0.030”                    

24” K & S (IL) 0.004” - 0.135”

24” K & S (IL) 0.004” - 0.032”

24” BRANER (IL) 0.007” - 0.075”

52” BRANER (IL) 0.010” - 0.120”

26” STAMCO (TN) 0.015” - 0.095”

48” STAMCO (TN) 0.016” - 0.135”

24” YODER (MX) 0.007” - 0.071”

A I G I  A u t o m o t i ve  Q u a l i t y  I n i t i a t i ve s
10 0 %  Tr a c e a b i l i t y


